LOW SLOPE / VENTILATED ROOF EAVE DETAIL

MC-10C

FIELD TILE

VERTICAL BATTEN
EXTEND MINIMUM 1/2" PAST
EAVE FOR VENTILATED ROOF

HORIZONTAL BATTEN
UNDERLAYMENT

ROOF DECK

NAILER ADDED TO ADJUST TO
PROPER HEIGHT

COVER METAL (MIN. 3" SPACE

BETWEEN DRIP FLASHING &
COVER METAL)
OPTIONAL:
1/4" SCREEN FASTENED TO
DECK WRAPPED OVER
BATTEN ENDS
METAL DRIP FLASHING
FASCIA BOARD
FIELD TILE RAFTER OR TRUSS
BIRDSTOP
COVER METAL
2x2 NAILER
VERTICAL BATTEN
EXTEND MINIMUM 1/2" PAST EAVE FOR

VENTILATED ROOF

HORIZONTAL BATTEN
UNDERLAYMENT
METAL DRIP FLASHING

FASCIA BOARD
ROOF DECK

RAFTER OR TRUSS
Notes:

1. Provide one layer of No. 30 asphalt-saturated felt complying with ASTM D-226 Type Il (ASTM D4869 Type IV) as minimum
underlayment on all tile roof applications. Other underlayments as approved by local building officials will be allowed.

2. Asheet metal drip edge flashing is required with: stucco fascia, EIFS (Exterior Insulated Finish System) and flush fascia
perimeter edges.

3. Eave closure shall be of height equal to combined thickness of batten system and thickness of one course of tile.

4. Dimensions shown are minimums and are intended to be approximate to allow for reasonable tolerances due to field
conditions.

DRAWING SHOWN DEPICTS THE APPLICATION OF ALL TILE PROFILES. UNLESS
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