DOWN SLOPE EAVE DETAILS

FIELD TILE
METAL EAVE RISER WITH
CLOSURE STRIP

ANTI-PONDING
FLASHING

MIN 3/4" SPACE
BETWEEN DRIP
FLASHING &
COVER METAL

DRIP FLASHING WITH
ANTI-PONDING STRIP OR

ANTI=PONDING_ FLASHING MAY
BE USED FOR #3,#4,#8 AND #9.

OPTIONAL 1/4
SCREEN FASTENED TO

ANTI-PONDING \
STRIP NAILER ADDED DECK WRAPPED OVER

ROOF DECK TO ADJUCT TO BATTEN ENDS
PROPER HEIGHT METAL DRIP FLASHING

4. RAISED FASCIA 5. COUNTER BATTEN

LOW (FLAT) PROFILE TILES
MEDIUM AND HIGH PROFILE TILES

BATTEN (NOMINAL
1x2” MAX.)

BIRD STOP W/
VENT (OPTION)

BATTEN

(SEE NOTE BELOW) UNDERLAYMENT
ROOF DECK ORIP METAL EAVE RISER/
FLASHING CLOSURE STRIP
DRIP FLASHING (WTH WEEP HOLES FOR
DRAINAGE)
BATTEN 6. RISER WITH BIRD STOP 7. METAL CLOSURE

ROOF FIELD TILE UNDERLAYMENT

DECK BIRD STOP FIELD TILE
COVER METAL
MIN 3/4" SPACE
BETWEEN DRIP
FLASHING &

COVER METAL
ROOF DECK

UNDERLAYMENT

ANTI-PONDING STRIP NAILER ADDED
FLASHING TO ADJUST TO
8. ANTI-PONDING FLASHING 9. RAISED FASCIA PROPER HEIGHT

PTIONAL 1/4”
SCREEN FASTENED
TO DECK WRAPPED
OVERBATTEN ENDS

METAL DRIP FLASHING
10. COUNTER BATTEN

1. Notes:

Bird stop is required on High profile tile and optional on Low and Medium profile tile unless required by local building officials.
2. Bird stop may be either solid or vented

DRAWING SHOWN DEPICTS THE APPLICATION OF ALL TILE PROFILES. UNLESS
OTHERWISE NOTED IT WOULD APPLY TO EITHER CONCRETE OR CLAY TILES.
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