COUNTERBATTEN INSTALLATION SYSTEM

Note:
Consideration should be given to climate and roof orientation to determine if

it is beneficial to specify/use vertical battens over underlayment, with
horizontal battens secured over the vertical battens.
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SEE TABLE 2 FOR SIZE AND
SPACING OF VERTICAL

BATTENS (24" MAX SPACING
BETWEEN VERTICAL BATTENS)

HORIZONTAL BATTENS

VERTICAL BATTENS
MINIMUM 1/4" THICKNESS

DISTANCE DETERMINED FOR

3" MIN HEADLAP BASED
ON TILE LENGTH

WHERE FASTENING TO
FRAMING MEMBERS IS
DESIRED, MARK RAFTER
LOCATION AS FELT IS
BEING APPLIED

| l ol SEE TABLE 3

H
BATTEN TERMINATION

(OPTIONAL)

Notes:
1. Provide one layer of No. 30 asphalt-saturated felt complying with ASTM D-226 Type Il (ASTM D4869 Type IV) as minimum
underlayment on all tile roof applications. Other underlayments may be used as approved by local building officials.
Batten horizontal shall be sufficient thickness to fully engage protruding anchor lugs of the tile.
See Table 2 for additional batten considerations
4. See Table 2 and 3 for additional information
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